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IN THE CLAIMS 

Please amend Claims 3 and 14 as indicated. 

Please cancel Claims 1-2, 4-13, and 15-18 as indicated. 

Claims 1-2 (Canceled). 

3. (Currently Amended) The security apparatus of Claim 1 An audio/visual unit security 
apparatus comprising: 

a height adjustable mounting assembly including a mounting column; 

a locking assembly rotatably coupled to the mounting column, the locking assembly 
comprising: 

an enclosure for housing the audio/visual unit; and 

a security collar for removably receiving the mounting column and for covering exposed 
portions of the mounting column, wherein the security collar comprises: 

a mounting flange affixed to the enclosure, the mounting flange receiving a 

portion of the mounting column, the mounting flange further including a swivel member 

arranged to allow the enclosure to rotate in multiple planes; 

a suspension yoke to receive a portion of the mounting column; and 
one or more security links coupling the enclosure to the suspension yoke. 

Claims 4-13 (Canceled). 

14. (Currently Amended) The ceiling mounted audio/visual unit security apparatus of Claim 
jQr A ceiling-mounted audio/visual unit security apparatus comprising: 

a mounting assembly comprising a support column affixed at one end to an upper support 
surface, and a height adjustable mounting column being adjustably mounted alongside the 
support column; 

a locking assembly coupled to the mounting column, the locking assembly comprising: 
an enclosure for housing the audio/visual unit; and 
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a security collar for removably receiving the mounting column and for covering exposed 
portions of the mounting column, wherein the security collar comprises: 

a mounting flange affixed to the enclosure, the mounting flange receiving a 

portion of the mounting column, the mounting flange further including a swivel member 

arranged to allow the enclosure to rotate in multiple planes; 

a suspension yoke to receive a portion of the mounting column; and 
one or more security links coupling the enclosure to the suspension yoke. 



Claims 15-18 (Canceled). 
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